[image: image1.png]7

ZJFE R O N A ZERO Surgery - ZERO Pain - ZERO Downtime
Reveal your true shape
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ZERONA®
Overview:
Developed by Erchonia Medical™, the global leader in low-level laser healthcare applications, ZERONA®, a body slimming laser, offers individuals the solution, without diet or exercise.  Unlike invasive weight loss surgery, ZERONA is a revolutionary method that is applied externally without the dangers associated with surgery, while at the same time allowing patients to remain active during treatment. Patients are able to continue to their busy lives without pain, swelling or the discomfort of garments. The simple procedure consists of six 40-minute treatments over a two week period.  
Expected Results:  
By following the recommended guidelines for success with ZERONA, patients can expect to experience a combined loss of 3 – 9 inches from the  waist, hips and thighs and a reduction in clothes size. Additionally, early patients have noticed an improvement in the appearance of cellulite.

How It Works: 
ZERONA works by utilizing the Erchonia® Laser Scanner. Clinical studies have demonstrated that the low-level laser stimulates the fat cell to emulsify (liquefy) the fat within fat cells. The liquefied fat is then released through a temporary pore formed in the cell membrane to outside the cell where it is in the interstitial space until absorbed by the lymphatic system. This results in millions of fat cells becoming smaller so inches are reduced off the waist, hips and thighs. The fat cells are not injured in any way by this process.

Usage: 
ZERONA treatments can be done effectively on essentially any part of the body where there are localized subcutaneous deposits of fat, especially those that are resistant to diet and exercise.  Most patients start with treating the waist, hips and tops of thighs which can all be targeted in one treatment session as they are within the target areas of the 5 laser lights.

Safety:
As a low-level laser therapy, ZERONA is considered a safe alternative to invasive procedures such as tumescent liposuction and lipodissolve and other non-invasive devices which rely on heating the tissue and can cause discomfort.  ZERONA treatments cause no bruising, scarring and zero downtime. Anesthesia is not used and patients can assume normal activities immediately following each treatment.  There are absolutely no side effects beyond loss of inches and fat.  ZERONA is not recommended for patients with thyroid disease, diabetes or any other disorders where the metabolic system could be impaired and/or their lymphatic and hepatic system is unable to process the fat.

What Patients 
Need to Know:
ZERONA patients are treated six times over two weeks. Each of the six sessions takes 40 minutes. Treatment is delivered 20 minutes to the front of the body and 20 minutes to the back of the body. During this time the patient relaxes comfortably in a prone position. The laser emits a red light that does not feel either cold or hot; in fact, the patient feels nothing during the treatment. No downtime or recovery period is needed after treatment. Instead, patients can resume normal activities immediately.
Clinical Support:
ZERONA was proven effective through a double-blind, randomized, multi-site, and placebo-controlled study in which patients lost an average of 3.64 inches from their waist, hips and thighs. These results were dramatic compared to the placebo group which only lost an average of a .5 inch. For more information on ZERONA clinical trials and research please go to: http://www.myzerona.com/medical-professionals/research/
Availability: 
ZERONA is available at leading aesthetic physicians’ offices and select medical spas.  To be considered for this limited distribution or for more general information, please call Santa Barbara Medical Innovations (SBMI) Customer Service 866-207-8907 or visit www.zerona.com.
Product 

Specifications:




· Configuration: 5 – 3b Line Generated Laser Diode Modules
· Wavelength: 635nm
· Modulation: Constant Wave (CW) – 1,000 Hz
· Programming: 4 time saving presets
· Display: 8″ Full color TFT Touch Screen Control Center
· Adjustments: 44” Vertical Arm Height Adjustment, Four Independent Adjustable 
· Arms for Desired Laser Concentration
· Power Source: 100-240VAC  50-60Hz
· Chassis: Power Coated metal frame for ease of cleaning, 4 Anti-static Casters (2 locking)
· Housing: Thermoformed of Non-allergen material/plastic
· Accessories: 2 Keys, Laser Safety Glasses
· Approved Testing and Marks
· IEC 60601-1-2 EMC and Safety
· MDD 93/42/EEC
· EN4600
· IEC60825-1 Laser Safety
· CB Mark
· CE Mark
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